GM4a12 P54 O
DESCRIPTION SCHEME
Emergency stop EN I1SO 13850 ﬁi—
@ 40 twist to release with: @c
1Uppushbutton -2N0- NG ¥
e
1 Down push button - 2NO- INC (D i
s
1 Alarm push button - 1NO ® _I
1 Common push button - 2NO (D —=

1 Cam switch 1-2 L
90 switching - 3NO + NG % Y
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1 Schuko socket outlet 16A
1 Cenelec socket outlet

1 USA socket outlet

1 Swiss socket outlet

1 UK standard socket outlet
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1 Australia-China socket outlet ,
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DESCRIPTION SCHEME

Emergency stop EN ISO 13850 —%—
@ 30 twist to release with: ®
1 Up push button - 2NO- 1IN (D 3
—r=
1 Down push button -2NO-INC D i
—_—
1 Alarm push button - 1NO ® _I
1 Common push button - 2NO (D) j_
1 White LED light ®1

C/DC
1 Cam switch 1-2
90° switching - 3NO + 3NC £ [ \
=

_>
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1 Schuko socket outlet
1 Cenelec socket outlet
1 USA socket outlet

1 Swiss socket outlet

1 UK standard socket outlet

1 Australia-China socket outlet

PIT BOTTOM, RECALL DRIVE CONTROL UNITS

CAM SWITCHES

Rated operating voltage Ue [V]: 6S0

Rated insulation voltage Ui [V]: 680

Rated impulse withstand voltage Uimp [kV]: 4
Rated thermal current Ith [A]: 20

Rated thermal current in enclosure Ithe [A]:16
Frequency [Hz]: 50/60

CONTACT BLOCKS

Rated operating voltage Ue [V]: 6SO

Rated insulation voltage Ui [V]: 6S0

Rated impulse withstand voltage Uimp [kV]: 4
Rated thermal current Ith [A]: 16

Rated thermal current Ithe [A]: 16
Frequency [Hz]: 50/60

Rated operating current: AC 15 - DC 13

GM4a12/FR
GM4a12/Us
GM4a12/SW
GM412/UK
GM4a12/CH

CAM SWITCHES

Rated operating voltage Ue [V]: 690

Rated insulation voltage Ui [V]: 6S0

Rated impulse withstand voltage Uimp [kV]: 4
Rated thermal current Ith [A]: 20

Rated thermal current in enclosure Ithe [A]: 16
Frequency [Hz]: 50/60

CONTACT BLOCKS

Rated operating voltage Ue [V]: 6S0O

Rated insulation voltage Ui [V]: 680

Rated impulse withstand voltage Uimp [kV]: 4
Rated thermal current Ith [A]: 16

Rated thermal current Ithe [A]: 16
Frequency [Hz]: 50/60

Rated operating current: AC 15 - DC 13
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GM321 P54 [
DESCRIPTION SCHEME
Emergency stop EN ISO 13850 _%_
@ 40 push-pull with: )
1 Up push button - 2NO ® :::
" Down push button - 2NO @ —_;:
1 Alarm/Light dual push button

INO+INO SleE e
1 Blue push button - 1NO @ il

1 Cam switch 1-2 ] l
90° switching - 2NO + 4NC \\
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2 Knob selector 1-02 INO+INO .
1 Schuko socket outlet 16A @
1 Cenelec socket outlet Q
1 USA socket outlet
1 Swiss socket outlet &>
1 UK standard socket outlet D
1 Australia-China socket outlet |
GM520 IPS5 O
DESCRIPTION SCHEME
Emergency stop EN ISO 13850 7
@ 30 twist to release with: ®

1 Up push button - 1NO o® I
1 Down push button - 1NO ® T

1 Plug
1 Common push button-1NO - (O _ T

1 Cam switch 1-2 —L{’ l
90° switching - 1NO + 1NC

1 Schuko socket outlet 16A

OO

1 Cenelec socket outlet

1 USA socket outlet

1 Swiss socket outlet

AQE

1 UK standard socket outlet

~
.

1 Australia-China socket outlet

CAM SWITCHES

Rated operating voltage Ue [V]: 890

Rated insulation voltage Ui [V]: 680

Rated impulse withstand voltage Uimp [kV]: 4
Rated thermal current Ith [A]l: 20

Rated thermal current in enclosure Ithe [A]: 16
Frequency [Hz]: 50/60

CONTACT BLOCKS

Rated operating voltage Ue [V]: 690

Rated insulation voltage Ui [V]: 680

Rated impulse withstand voltage Uimp [kV]: 4
Rated thermal current Ith [A]: 16

Rated thermal current Ithe [A]: 16
Frequency [Hz]: 50/60

Rated operating current: AC 15 - DC 13

GM321/FR
GM321/US
GM321/SW
GM321/UK
GM321/CH

CAM SWITCHES

Rated operating voltage Ue [V]: 690
Rated insulation voltage Ui [V]: 680
Rated impulse withstand voltage Uimp [kV]: 4
Rated thermal current Ith [A]: 20

Rated thermal current in enclosure Ithe [A]: 16
Frequency [Hz]: 50/60

CONTACT BLOCKS

Rated operating voltage Ue [V]: 6S0

Rated insulation voltage Ui [V]: 6S0

Rated impulse withstand voltage Uimp [kV]: 4
Rated thermal current Ith [A]: 16

Rated thermal current Ithe [A]: 16

Rated operating current: AC 15 - DC 13
Frequency [Hz]: 50/60
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GM520/FR
GM520/US
GM520/sSW
GM520/UK
GM520/CH
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